DVR Client Instruction

DVR Client have two functions：recording file management and system upgrade。The following are the instruction of the usage of these two functions.
· Relevant hardware
1. USBcable
2. DVR 
· Recording file management
This function is used to manage the recording file in DVR, there are five main function：file search、playback、backup、single channel playback in chronological order and playback control.
Using USB cable to connect the host with PC and run the program DVR_client.exe。

· File search
Same as the file search in host. It support search by channel ,by time and by type。Search result show in chronological order, the newest file is at the beginning and the oldest is at the end.
Note：When search result is beyond 1000 clauses. system only display the oldest 1000 clauses file. If the file that you need is not in this result, please verify the search condition and search it again.
· Playback
After the search, you can find the relevant information about the file in the list box, choose the file that you want to playback, and press“PlayByFile”to play. 
· Backup
After the search, you can find the relevant information about the file in the list box, choose the file that you want to backup, and press“Backup” to backup it. You can play the backup file in dedicated player.
· Backup into AVI file
After the search, you can find the relevant information about the file in the list box, choose the file that you want to backup, and press“Backup” to backup it. When input the file name, choose the AVI as the file extension name, the backup file will be in AVI format, you can play it in universal player, such as Media Player. 
· Single channel playback in chronological order
System supports single channel playback in chronological order. Choose the relevant start time, stop time and recording type, press “PlayByTime”to play in chronological order.
· Play control
1. When play the file, you can control the play. System supports fast forward, slow down forward and frame by frame play way.  When play frame by frame, press“Step”once to play one frame.
2. System supports drag control; so that the user can quickly locate the specified file content. When playback in chronological order, the timeline can only control the documents currently being play.
3. System support “Snapshots”,when start this function，system will pause the play.
4. Press“Cannel”to return to file search interface.
· System upgrade
· Upload the upgrade file into HDD via USB
1. Connect HDD with host, and power the host.
2. Connect the host with PC via USB cable. After 1-2 seconds, you will see the new USB device connected sign on the lower right corner.
3. Run DVR_client.exe，choose the HDD that need to be loaded, and press“OK” to check the HDD information, include HDD model, HDD volume and HDD connecting type. Please choose the right HDD that need to be loaded based on this three information
Note：You should choose the right HDD which need to be loaded the upgrade file, otherwise the data in HDD will be damaged. 
4. “Only Update to USB Device”option：When choose this option, system can only load the upgrade file into the HDD that connected by USB. If not, the system can load the upgrade file into any connected HDD. For security considerations and avoid the misoperation to damage the data in HDD, we set to choose this option as default setting. 
5. Don’t choose “Delete source file after update?”When the bulk upgrade system, So that you can use this HDD to upgrade other motherboard system after the updating. Default setting is choosing this option. After bulk upgrade, re-load the upgrade file into HDD and choose this option and install the HDD on motherboard, after re-upgrade, the upgrade file will be deleted, or press “Delete File”to delete the upgrade file. 
6. press“Browse”button to choose the upgrade file that need to be uploaded：DVR.img。

7. Press“LoadFileToDisk”button to upload the upgrade file to HDD，the software will give a message after the uploading.
8. After that, close the client software and stop the USB device.
9. Pull out the USB cable.
Note：

1. Please stop the USB device first and then pull out the USB cable to make    sure the date is completed written into the HDD. Otherwise you can not start the system after the upgrade.

2. If the host can not start, you can only connect the HDD with PC or install in other host to upload the upgrade file and then upgrade the system again 
3. Because of security considerations, system don’t support upload the upgrade file in to harddisk“0” in PC. Usually, the harddisk “0” is PC system disk. 
· Upgrade system
1. Power off the host and turn on again, the system will enter the upgrade progress automatically.

2. When upgrade, the buzzer will sound and the output picture flicker, it is normal phenomenon
· After the upgrade，the system will display color bar，and the buzzer will sound at the same time again. After 2-3 seconds, the system will close the buzzer and run the new software automatically.
Note：

1. The upgrade file is uploaded into system from SATA HDD, so the DVR should install the HDD to run the upgrade program. 
2. When the DVR host was connected with PC by USB cable, the host will stop work and display“Connecting to PC”。If you want the host work as DVR, please pull out the USB cable.
· Delete the upgrade file
When bulk upgrade motherboard，press“Delete File” to delete the upgrade file to avoid upgrade the motherboard when HDD is installed on the motherboard.






